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Susan Jin Davis
Senior Counsel
Federal Law and Public Policy

EX PARTE OR LATE FILED

JOCKEl FILE COpy ORIGINAL

VIA HAND DELIVERY

April 29, 1998

RECEIVED

APR 2 9 1998

f'EDEfIAI.. COMMUNICATIONS GOMMISSIOl'i
OFFICE OF THf SECRETAR'I'

Ms. Magalie Roman Salas, Secretary
Federal Communications Commission
1919 M Street, NW Room 222
Washington, DC 20554

Re: Ex P:::IrtAPresentation in CC Docket No. 97-231; CC Docket No. 97-121; CC Docket No.
~C Docket No. 97-137

Dear Ms. Salas:

On Wednesday, April 29, 1998, Jo Gentry, Senior Manager of Western Financial
Operations, Carroll Barrack, Technical Advisor of National Carrier Requirements, Michael
Messina, Senior Staff Member of Service Delivery Business Initiatives, Karen Reidy, Attorney,
Mark Schneider, attorney with Jenner and Block, and the undersigned met with Melissa
Newman, Bill Bailey, Jake Jennings, and David Kirschner of the Policy Division and Greg
Cooke of the Network Services Division.

The purpose of the meeting was to discuss unbundled local switching. The attached
documents outline the topics discussed.

Two copies of this Notice are being submitted to the Secretary of the FCC in
accordance with Section 1.1206(a)(2) of the Commission's rules.

Sincerely,

Attachments

cc: Carol Mattey
Michael Pryor
Melissa Newman
David Kirschner
Bill Bailey
Jake Jennings
Greg Cooke
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What is ULS

Key Components of Unbundled Switching:

• Line Port

• Trunk Port

• Features and functionality

• Usage
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ULS Promotes Competition

• Market Entry
- Rural

- Urban

• Product Flexibility
- Offer different vertical feature packaging than

RBOC
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Mel's ULS Requests

• Operator Services
- Mel provided

• Directory Assistance
- Mel provided

• NXX
- LATA wide calling

• Code Conversion
- 555 converted to 1234

• IntraLATA Toll
- Pre 2 PIC
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MOSSandFGD
• Modified Operator Signaling System (MOSS)

- Uses multifrequency (MF) inband signaling, and

- Operator call control signaling

• Feature Group D (FGD)
- Utilizes SS7 signaling which routes traffic based on

Carrier Identification Code (CIC)

- Type of call identified in the Initial Address Message
(lAM) parameter

- RBOCs currently deliver 0+ calls to MCI via FGD

- Mel requests this same feature and functionality for 0-
calls
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I
Dear SWphen: I

\
:'1

i

Thank you for your letter dated Mard\ 16. 1998 to Win SchuUs reganfing ULS Option C
with Feature Group 0 Signafmg.

As weh~nicoIod previouSly, CuolaIrmd 1lDutiIlg"'~ set......-
Oi~ry' C8Is utIizing Feature Group 0 signaling is not defined in the
lnten:onnectioo reement (lCA). Furthermare. based on cu initial aUysis an this 
request. we were not able to ac;Q)nIpiish an upendionally aa:eptable solution.
Therefore.~ Bell requires hit MCtm submit a bOnafide request as defined in the
lCA to determine! if this network element is technicaIy feasible.

I
Currently, the~ for ordering Unbundled SWitching Option C parDIs the proc:.ess
Wi place to order "'rDmdIed ~ching Option B. Information on the ordering process
can be found gn..~ in the CESAR Guideline and the a.C Handbook. As requi'ements
are further~~may be enhar1ced to suPPOrt the ta'\ique requirements of
Option C. ;

PacifiC Bell is~ on MClm's perception that wer~ a "trunk between lour]
switd\ and the~I oolIaeation-. Pacific Bell A!quires that custom routed trafti¢ be
handed off to Mql's network in the office i't which it originates. This requires that Mel
haw aded~ end office trunk group to which Pacific Bell Will pass the traffic. This
may be a f3ci1ity fXRhased as UnbuncIed De<lcated Transport or one which will
connect to Mers collocation arrangement.

Please send the complete~ of your Feature Group0"-19 request to me
at your earliest '. Padfic wli review the reque$t and advise MCI of the
teehnic:al and the c:osts associated with the request..

Sincerely,

'-iL~-:.-
Mar1( Chamberli~
Aa.ount Man.t

g;: M. 0I11a~
I

I
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MCI's request

for ULS

MCI Switch FGD

(SS7 Signaling)

MCIOSIDA
Platform

MCI's existing
facilities-based service


